10000 Gear Oil 80W-90 GL-5 Mineral Hypoid Oil
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mEPLYPOON MNMAAPEC OPLKTEAQLO TAXLTATWY 80W-90 £18IK& oY EOLAOUEVO YL LTIOELDH
peTaddoelc Bapéwc TOMOL o€ KIBWTLA, iow AEovEC Kal AAAEG pETADOTELG
yla ta onolo kaBopi{Covtat evioyvuéva EAata SAE 80W-90 GL-5 .

Z0pQWVA PE TLC API GL-5
TPOSLOYPAPEC TOV/TNG Ford SR-M2C9002-A
MAN 342 Type M1/ 342 Type M2
ZF TE-ML O5A/07A/12E/16B/16C/17B/19B

Movadec ovokevaaoiag TEXNH. OXI. Orkox ANTIKETMENO ANTIKETMENO
ANA MONAAA ANA NMAANETA
10001 1L 6 450
10004 4L 4 112
10020 20L 1 30
10060 60 L 1 6
10205 205 L 1 2
10999 1000 L 1 -
TuTILKEC QVAADOELG TEXT AZ1A METHOD
Density otoug 15°C 0.896 kg/l
Viscosity 80W-90
Kinematic Viscosity otoug 40°C 147 mm2/s
Kinematic Viscosity otoug 100°C 14.7 mm2/s
Viscosity Index 99
Flashpoint COC 210 °C
Pourpoint -33 °C
Copper Corrosion 1B

AUTA TO YO POKTNPLOTIKA elval TuTlk& TNG Tpéxovaac mapaywyrc. Mnopel va
EUQAVLOTOUV ATIOKA{OELC OTO XAPAKTNPLOTIKA QU TA.
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